DIVISION- S.
APPROVED PRODUCT LIST

A. WATER

1. FIRE HYDRANTS
1. Clow Medallion
2. American B84b
3. Mueller Super Centurion 250

2. AIR RELEASE VALVE (Water 2”)
1. Valmatic V.M.38 or approved equal

3. RESILIENT WEDGE GATE VALVES 4"- 24” INCLUDING OS&Y
1. Clow #2638
2. American Flow Control Series 2500
3. Mueller #A-2360

4. TAPPING VALVES
1. American Flow Control Series 2500
2. Mueller #T2360
3. Clow #2638

5. TAPPING SLEEVE - #304 STAINLESS STEEL WITH #304 STAINLESS STEEL BOLTS
1. Ford Fast/ FTSS
2. JCM #432
3. Mueller H304
4. Smith-Blair # 662

6. DUAL CHECK VALVES (RESIDENTIAL)
1. Mueller H14242A - 1" service
H14243A
2. Ford HHC11-444 - 1" service
HHC11-333 -.75” service
3. Watts Series 7

7. REDUCED PRESSURE ASSEMBLY BACKFLOW DEVICE
1. Ames 4001SS- 5001SS
2. Wilkins Zurn 975XL
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8. DOUBLE CHECK ASSEMBLY
1. Conbraco 40-100 2.5%---10"
2. Watts 709 2.5 ---10”
3. Ames 2000SS

9. DOUBLE DETECTOR CHECK ASSEMBLY
1. Conbraco 40-600 3"---10"
2. Watts 709 DCDA  3"---10”
3. Ames 3000SE DCDA

10. MECHANICAL JOINT AND FLANGED FITTINGS (AWWA, ANSI)
CEMENT LINED/ EPOXY COATED DUCTILE IRON PIPE
1. Tyler
2. U.S. pipe
3. Griffin
4. American

11. MECHANICAL RESTRAINTS

A. Mechanical Joint
1. Ebaa Iron - AMeg-A-Lug@
2. Uniflange - Manufactured in the US
3. Smith Blair Style 120

B. Self Restraining Gaskets for Push-on DIP pipe
1. U.S. Pipe - AField Lock@
2. American - AFast Grip@

12. METER VALVES (curb stops)
1. Ford B43-444WG - 1" service
BF43-777WG - 1.5" & 2" service
UAV43-42W65-G - Double 5/8" x 3/4" service
2. McDonald 6101W 5/8" - 2"

13. CORPORATIONS
1. Ford 1" FB1000G
2" FB1600-7
2. Mueller B-25008

14. SERVICE SADDLES (STAINLESS STEEL DOUBLE STRAP SADDLES ONLY)
1. Ford FC101
2. Smith Blair # 317

15. METERS- DISPLACEMENT TYPE, MAGNETIC DRIVE |,
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1. Sensus (3/4"x 5/8", 1") IPERL
2. Sensus (1.5", 2") OMNI C2/R2

16. METERS- DISPLACEMENT TYPE, MAGNETIC DRIVE 3", 4" 6", 8"

1. Sensus OMNI C2
2. Neptune

17. METERS- TURBINE TYPE
1. Sensus Series W

18. METERS- COMPOUND 2" - 4"
1. Sensus Omni C2/R2 (2") C2 (3",4")
2. Neptune

19. METERS- COMPOUND 6" - LARGER
1. Sensus OMNI C2
2. Neptune

20. METERS- FIRE SERVICE w/ POTABLE WATER SERVICE
1. Sensus OMNI F2 Compound/Compact
2. Neptune Protectus Il

21. METER STRAINERS - 2" AND LARGER METERS
1. Sensus
2. Neptune

22. FIRE SERVICE METERS 3" AND LARGER
1. Sensus OMNI F2 Compound/ Compact
2. Neptune

23. METER BOXES/VAULTS - Including Lids and/or Covers
1. CDR or approved equal
Single- STCDR1118-BB with brass
Double- STCDR1517-BB with brass

24. DEAD END FLUSHING HYDRANT
1. Aquarius One-O-One
2. Hydro Guard

B. WASTEWATER

1. RESILIENT WEDGE GATE VALVES 4" - 24"
1. Clow #2638
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2. American Flow Control Series 2500
3. Mueller #A-2360

. RESILIENT WEDGE TAPPING VALVES

1. Clow #2638
2. American Flow Control Series 2500
3. Mueller #T2360

. AIR RELEASE VALVES (2" inlet)

1. AR.l. D-023
2. Valmatic 2” #VM48SBWA or approved equal

. TAPPING SLEEVE - #304 STAINLESS STEEL WITH #304 STAINLESS STEEL BOLTS

1. Ford Fast/ FTSS
2. JCM #432

3. Mueller H304

4. Smith-Blair # 662

. CHECK VALVES FOR WASTEWATER

1. Clow F 5345

2. American "50" Line with Weight & Lever
3. Mueller #2600-6-01

4. Kennedy

. MECHANICAL JOINT AND FLANGED FITTINGS (AWWA, ANSI)

1. Tyler
2. U.S. pipe
3. Griffin

. MECHANICAL RESTRAINTS

1.Ebaa Iron Meg-A-Lug
2. Uniflange - Manufactured in the US

. SERVICE SADDLES (DOUBLE STRAP SADDLES ONLY)

1. Ford # F202
2. Romac #202

. LOW PRESSURE SEWER TAPPING SADDLE

1. Flo-Control Flo-Tap saddle (self tapping)

10. MANHOLE COVERS (H-20 traffic load bearing)

1. U.S. Foundry Model #230-AB-M or approved equal
2. Pamrex mahole 24"
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11. MANHOLE / WETWELL / VALVE PIT COATING
1. Pro-Tech Coatings EW-1 water based epoxy
2. Sewpercoat

12. RAINGUARDS
1. FOSROC- PRECO Industries or approved equal

13. APPROVED REPAIR FITTINGS
1.Hy-max Coupling or approved equal
2.Fernco Pro-Flex

C. PUMP STATIONS
1. SUBMERSIBLE SEWAGE PUMPS

1. Flygt (N- series) or approved equal
2. PUMP STATION CONTROL PANELS

Items are for either three phase or single phase panels except that items
marked with an asterisk (*) are for a single phase panel.

CODE DESCRIPTION NO. MODEL NO. MANUFACTURER
AH Alarm Horn 1 31T-115R Wheelock
AL Waterproof Alarm 1 Dayton
light with Ruby Red VK1,VGR100,V131 Stonco
Globe and 100 watt light
CB1,2 60/3 Circuit Breaker 2 QOU360 Square-D
CB3,4 15/1 Circuit Breaker 2 QOUI15 Square-D
CB5,6 (*) 20/2 Circuit Breaker (*) 2 QOU215 Square-D
CB5,6 30/3 Circuit 2 QOU330 Square-D
E 36 x 36" x 12 1 Quiality Control
NEMA 4X 316 S.S. A-48H3612SS6LP Hoffman

enclosure with
padlockable three-
point latching
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mechanism

GFl 20A Receptacle 1 GFDR-120IC Square-D
GR Generator Receptacle 1 JRE4100 Pyle National
LM Mechanical Lockout 1 See specifications
Mechanism
1,2 NEMA Size 1 Motor 2 Bulletin 509, Square-D
Starter NEMA Size 1, /w
120VAC Coil
Class 8536, Allen-Bradley
SCO0-3, w/ 120VAC
Coil
M1,2-1,2 Auxiliary Contacts 4 Normally Open Square-D
Contact Allen-Bradley
ML Maintenance Light 1 9063 Leviton
with Lamp
PB1 N.O. Pushbutton switch 1 800T-A2A Square-D
Class 9001,
Type SKR18H13  Allen-Bradley
R1 General Purpose 1 AAE-A201S AA Electric
2pdt Relay RR2P-U-120VAC Idec
120VAC Col1 MK2P-UA-AC120 Omron
Class 8501, Square-D
Type KP-12-120VAC
RC (%) Capacitor G.E. (%)
Mars (*)
RELAY 11 pin Octal Type 1 S8 Square-D
Socket SR2P-06 Porter Bromfield
PFO83A Omron
Class 8501,
Type NR51
RESET Motor Starter 2 Square-D
Reset Mechanism Class 9066 Allen-Bradley
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RUN 120VAC Indicator 2 800T-Q10R Square-D
Class 9001, Allen-Bradley
Type DPIR9
SC (%) Electrolytic Motor Mars (*)
Start Capacitor with Plastic Case G.E. (%)
SEAL LEAK  120VAC Indicator 2 800T-Q10R Square-D
Class 9001, Allen-Bradley
Type DPIA9
TB1-3 Terminal Block As #8-32 Screw  Burndy
Req’d 30 amp, 300
TU1,2,3 Thermal Overload 6 Sized to Square-D
Unit accommodate Allen-Bradley
F.L.A. of motor
FLT Mechanical float switch 5 Roto-float

revised 3-26-2009
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